
Glands (sold in sets of 2)

 Old Part # Description MAC Part # Quantity 
GL-1-0 Sealing Gland Blanks (for 763 and 764 Tanks)
GL-2-0 Support Gland Blanks (for 763 and 764 Tanks)
GL-9-0 Sealing Gland Blanks (for 766 and 767 Tanks)
GL-10-0 Support Gland Blanks (for 766 and 767 Tanks)

Different sealing glands are needed for each diameter of material to be run. Glands should be checked continually 
for wear. Sealing glands will wear faster than support glands. It is suggested to purchase 6 pairs of glands at a time.

Gland sets for other tank models are available.

Standard Duty Tester and Idler Parts
Damaged idler and drive wheels should be replaced immediately. All wheels should be checked at least monthly. 
Replacement of all wheels should be done periodically and when setting up for especially sensitive testing.

Part # Description Quantity 

A29291 Standard Neoprene Idler Wheel Assembly (with Horn and Axle) for 
Idler Sections (Replaces A28822)

A29500 Standard Neoprene Idler Wheel Only for Idler Sections and Tester (Replac-
es A28595 and 6160014; Must Have Ordered A29291 Before)

6160017 Axle and Nut for New Standard Idler Wheels A29500 and 6161007 
(3/8” Diameter)

B25677 Precision Neoprene Idler Wheel Assembly (with Horn and Axle) for Tester
A25675 Precision Neoprene Idler Wheel Only

2477416-1 Axle assembly for Precision Idler Wheel (Includes 1112401 Nut  and 
2477416-1 Shoulder Bolt)

A25031 Tensioner Pulley (with Bearings)
A25026 Drive Wheel (Standard Neoprene) with Washers
2477422-1 3/8” x 2-3/4” Shoulder Bolt for Above Wheel
1102401 Nut for #2477422-1 Shoulder Bolt
B25739 Shaft Coupler, 3/4" Shaft

8029500

2477416-1

8025031

8025739

8025026

TacTic™ Replacement Parts Request for Quote Form 
TacTic™ Instrument Corp. is now part of Magnetic Analysis Corp. (MAC®). Prices for common 
wearable parts to keep your TacTic tester and accessory equipment in first-rate operating condition 
can be quoted by completing and emailing this form to:   customerservice@mac-ndt.com

Company Name:  ____________________________ 

Ship to Address: _____________________________ 
_____________________________ 
_____________________________ 

Email: _____________________________  
Phone: _____________________________ 

Person Ordering:____________________________ 

Billing Address    ____________________________ 
____________________________ 
____________________________ 

P.O. Number         ____________________________ 

MAC Part #

8025067-1
8025067-2
8026754-1
8026754-2

8029291

8029500

6160017

8025677
8025675

2477416-1
8025031

8025026
2477422-1
1102401
8025739



Follower Parts
Examine follower and support pedestal wheels constantly for digs, chips, and general wear. A supply should 
always be in stock for quick changeout.

Heavy Duty Tester and Idler Section Parts
Damaged idler and drive wheels should be replaced immediately. All wheels should be checked at least monthly. 
Replacement of all wheels should be done periodically and when setting up for especially sensitive testing.

Part # Description Quantity 
B26626 Precision Idler Wheel Only (No Horns) (Tester)
2477626-2 Axle for Above Precision Wheel
1122801 Nut for Above Precision Wheel
A26627 Bearing Adapter for Above Wheel
B26601 Precision Idler Wheel Complete (Including Horns) for Tester
A28596 Standard Idler Wheel Only (No Horns) for “H” Idlers Only
A28823 Standard Idler Wheel Complete (Including Horns) for “H” Idlers Only
6160020 Axle for Above Complete Standard Wheel
A26576 Drive Wheel (Neoprene) with Washers
2477626-1 Shoulder Bolt for Above Wheel
B26533 Shaft Coupler, 1" Shaft

8026626

8026576

8026533

8028596

Part # Description Quantity 
A25394 Wheel, Nylon (Standard for Model 47A, 49A and 411A)
A28597 Wheel, Polyurethane (Special for Followers)
A25446 Axle (Shoulder Bolt) for Model 47, 49 and 411 Wheels

Support Pedestal Parts
Part # Description Quantity 

A25914 Polyurethane Wheel (Old Style with bronze bushing)
A34870 Replacement Wheel with Ball Bearing for Model 258A
A34794-7 Replacement Wheel with SS Ball Bearing for Model 259A (Any In-Tank)
1477303-2 Axle for Model 258 and 259 (New Style)
A26875 Replacement Wheel for Model 265
A26869 Axle for Model 265 (with Nut and Washers)

8025394

8034794-7

8025914

1477303-2

Part # Description Quantity 
6110010 Vee belts for standard duty testers
6110001 Vee belts for heavy duty testers
W15R10SV Water 昀lter for 33M or 33H (Heavy duty or standard duty)
W19R10GV As above but with 昀ne mesh
6681005 Transducer “O” rings
B34184-3 Triaxial transducer cable BNC - UHF three feet long

-6 Triaxial transducer cable BNC - UHF six feet long
-8 Triaxial transducer cable BNC - UHF eight feet long

-10 Triaxial transducer cable BNC - UHF ten feet long

Miscellaneous

6110001 (top) 
& 6110010

Belts and 昀lters should be checked at least monthly and replaced when worn.

8034184-3

2, 18 and 20 foot lengths available on request.
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